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USE HAND TOOL SHOWN IN FIGURES 1 AND 2 
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PLACE COMPOUND IN THE CONTAINER UNIT 
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FORCE THE APPLICATOR UNIT INTO THE CONTAINER UNIT PAST THE TOP RIM OF 
THE CONTAINER UNIT AND TOWARD THE PLANAR BOTTOM OF THE CONTAINER 
UNIT IN THE DIRECTION OF THE LONGITUDINAL AXIS OF THE CONTAINER UNIT 
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PRESS THE RELIEF PATTERN INTO THE COMPOUND IN THE CONTAINER UNIT 
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FORCE COMPOUND INTO THE CAVITIES OF THE RELIEF PATTERN UNIT 



•108 



MOVE THE APPLICATOR UNIT IN THE DIRECTION OF THE LONGITUDINAL AXIS OF 
THE CONTAINER UNIT TOWARD AND PAST THE TOP RIM OF THE CONTAINER UNIT 



APPLY THE RELIEF PATTERN UNIT WITH COMPOUND IN THE 
CAVITIES OF THE RELIEF PATTERN UNIT TO THE SUBSTRATE 
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PRESS THE APPLICATOR UNIT TOWARD THE SUBSTRATE TO COMPRESS THE 
FLEXIBLE PATTERN ELEMENTS AND CREATE CONTACT BETWEEN THE 
COMPOUND IN THE CAVITIES OF THE RELIEF PATTERN UNIT AND THE SUBSTRATE 
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HOLD THE APPLICATOR UNIT AGAINST THE SUBSTRATE UNTIL AT LEAST SOME OF THE 
COMPOUND IN THE CAVITIES OF THE RELIEF PATTERN UNIT ADHERES TO THE SUBSTRATE 
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REMOVE THE APPLICATOR UNIT FROM CONTACT WITH THE SUBSTRATE 





z: 
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LEAVE THE COMPOUND THAT HAS ADHERED TO THE SUBSTRATE ON THE SUBSTRATE 



